ACOUSTIC SUAC

AUDIOMETRIC BOOTH

At SIAC, our booths are built using a modular system

together with our proprietary acoustic metal doors.

This allows for the booth to be demountable should

relocation of booth occur.

National University Hospital

Trinity Medical @ Lavender

All standard rooms will come with the following:

- Carpet, Lighting, Electrical Sockets and Ventilation.

We provide a wide range of attractive finishes for you to

choose from to create the perfect booth.

Admiralty Vertical Kampong
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We offer 2 Main Options:

Single Wall or if you require a higher degree of acoustic in-

sulation, Double Wall is also possible for you as well.

As such, we can provide a custom design based on your

requirements while also complying with your technical

specifications

Product Data Sheet
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SOLATOR RAIL

PANEL
JOINEH

Octave Band 63 125 250 500 | 1K | 2K 4K 8K STC Weight
Centre Freq
Noise Lock 25 27 31 41 51 | 60 65 66 44 46.38kg/m2
Panels
SOUND ABSORPTION COOEFICIENTS
Octave Band 125 250 500 1K 2K 4K 8K NRC
Centre Freq
Noise Lock 094 | 1.19 1.11 | 1.06 |1.03| 1.03 | 1.04 | 0.95
Panels
PANEL —
PERFORATED
(TYPICAL) TYPICAL APPLICATIONS

Soundproof Partitions

Machinery Enclosures

Factory Offices

¢+ Test Environments

+ Control

Rooms

Recording Studios

+ Sound Barriers

¢+ Quiet Rooms

For further information regarding SIAC products and services, please visit our website

www.siac.com.sg

17 Fan Yoong Road, Singapore 629794 | T: (65) 6262 2977 | F: (65) 6262 2861




